
Biosecure & Environmental-Friendly Hall 

User 1-page instruction (quick start) 

 

Purpose & scope 

A one-person cabin for rapid disinfection when entering high-biosecurity areas. Uses Counterfog® nozzles to generate a fine 
disinfectant fog for clothing and PPE surface exposure. Typical total cycle: about 1 minute (incl. countdowns and exit window). 

 

1) Safety essentials 

• Only trained personnel should operate the hall; do not 
modify the cabin or control unit. 

• Respect access lights: Green = ready/safe; Red = do 
NOT enter (cycle active or unsafe state). 

• Use an aqueous-based disinfectant compatible with the 
system and compliant with label/SDS and local 
regulations. 

• Do NOT use products unsafe for inhalation or eye 
exposure when aerosolized. 

• Wear PPE as required (min. recommended: eye 
protection and face mask; adapt to local SOP). 

2) Pre-use preparation (operator) 
• Check emergency stop is released; power supply and 

grounding are safe. 
• Fill tank: ensure pressure is released; close water relief 

valve; open filler cap with supplier key; fill disinfectant; 
close tightly; keep vent relief valve closed for 
operation. 

• Power on: plug in; switch circuit breaker ON; allow 
system to pressurize to target pressure; confirm READY 
(green). 

3) Run a disinfection cycle (user) 
• When green light is on, enter and close the door. 
• Press the green START button. Follow countdowns on 

the display. 
• Keep the door closed during nebulization. Do not 

interrupt the cycle. 

 
Cycle timeline (typical): ~10 s Entry + prepare | ~45 s 
Nebulization | ~15 s Exit window 
 

4) Movement protocol (full-body coverage) 
• Raise and lower arms slowly throughout nebulization. 
• Rotate about 90 degrees every ~10 seconds (complete 

a full turn during the cycle). 
• Expect a thin moisture layer on clothing/PPE; it 

evaporates quickly. 

5) Refill, alarms & emergency stop 

• Home screen shows remaining shots and current 
pressure (bar). 

• If shots reach 0, follow on-screen depressurize/refill 
instructions before continuing. 

• Emergency stop: press to halt operation immediately in 
unsafe situations; reset as instructed on device 
label/screen. 

• If internal pressure exceeds the safety threshold, the 
system auto-depressurizes; stop and follow local 
troubleshooting SOP. 

6) After use (good practice) 
• Check remaining shots; reload/refill if needed. 
• If shutting down or changing liquid: power OFF and 

unplug; release pressure with vent/relief valve before 
opening the tank. 

• Report leaks, damage, alarms or unusual noises; do not 
operate until resolved. 

 

Operator log (recommended) 
Record: date/time, location, disinfectant used (name + concentration), number of cycles, incidents/alarms, maintenance/refill 
actions. 
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