
Environmental friendly vehicle fast decontamination station 
User 1-page instruction (quick start) 

 

Purpose 

Prevent transmission of microorganisms between farms and facilities by applying a rapid, standardised 
vehicle decontamination using COUNTERFOG® technology. 

Select the right set-up 

• Cars & vans: COUNTERFOG® SDR-F05A+ with mobile nozzle (exterior + interior). 

• Trucks / animal transport: Fast decontamination station (exterior arch) + large-nozzle hose for 
interior. 

Key point: the arch alone is not sufficient for thorough interior decontamination. 

 

Before you start (mandatory) 

1. Clean first: remove visible dirt/manure. Organic matter can inactivate biocides. 

2. PPE & safety: wear appropriate PPE and follow your site’s biocide safety instructions. 

3. Exterior fogging: keep windows/doors closed (open only when starting interior treatment). 

 

Two procedures (see next page): 

A. Cars & vans (SDR-F05A+) 
B. Trucks / animal transport 

 

Effectiveness verification (optional, for audits/validation) 

• Swab selected surfaces with sterile swabs pre-moistened in 1× PBS. 

Sample before disinfection; after disinfection allow 10 min contact time, then resample the 
same points. 

• Store swabs in 1 mL PBS and analyse (e.g., mesophiles, coliforms, Salmonella group) using 
culture and/or molecular methods. 
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Procedure A — Cars & vans (SDR-F05A+) 

 
General rule: apply fog top-to-bottom and side-to-side, focusing on corners and hard-to-reach areas. 

A1. Exterior (windows/doors closed) 

Side (repeat on both sides): 

• Roof 10 s 

• Front window + rear-view mirror 10 s 

• Rear window 15 s 

• Rear mudguard 10 s 

• Rear door 10 s 

• Front door 10 s 

• Front mudguard 10 s 

• Wheels 20 s total (10 s each; include rims + tyres) 

• Underbody 20 s 

Front: 

• Front window 10 s; bonnet 10 s; central bumper 10 s; lower bumper 10 s; underbody 10 s 

• Finish: open hood and disinfect air inlets 

Rear: 

• Roof 10 s; rear window 10 s; left side rear bumper 10 s; lower rear bumper 10 s; underbody 10 s 

A2. Interior (minimise doors open at once) 

Front: ceiling 10 s; window/inside door 10 s; front window 10 s; backrest/headrest 10 s; steering 
wheel/display/dashboard/gear lever 10 s; ventilation ducts 5 s each; seat saddle 10 s; foot mats/under 
seat/under dashboard 10 s; passenger door inner part 10 s. 

Intermediate: ceiling 10 s; window/inner door 10 s; rear of front seats 10 s; seat backrest 10 s; (if 
present) vents 5 s each; seat saddle 10 s; floor mats/under seat & dashboard 10 s; door inner part 10 s. 
If >5 seats, repeat for additional rows. 

Rear: ceiling 10 s; rear of back seats 15 s; foot mat & under seats 10 s. 

End check: surfaces should look slightly wet. If too humid, carefully reduce liquid supply using the 
regulating valve. 
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Procedure B — Trucks / animal transport (Fast decontamination station) 

 
B1. Interior (large-nozzle hose) 

Set-up & movement 

• Fully extend hose before entry (avoid tangling). 

• Start at the far end of the cargo area and move toward the exit. 

• Apply in zig-zag from ceiling → floor, left-to-right, top-to-bottom. 

• Direct fog to the air, not only surfaces. Focus on corners, hinges, door frames. 

Start / stop sequence 

1. Turn on water and air valves 

2. Open the hose 

3. Press green button → wait for pressure build-up and fog cone stabilisation 

4. When finished: press red button → close both hose keys → close water & air valves 

Application points (spacing) 

• Stop about every 2 m. A 12–13 m truck uses 7 points (incl. rear door). 

Timing by configuration 

• 1 passageway: P1 30 s; P2 30 s; P3 35 s; P4 35 s; P5 40 s; P6 45 s; P7 (door) 40 s → ~4–5 min 

• 2 passageways: P1 20 s; P2 20 s; P3 25 s; P4 25 s; P5 30 s; P6 35 s; P7 (door) 40 s → ~5–6 min 

B2. Exterior (arch + targeted hose as needed) 

• Divide truck into 4 zones; apply top-to-bottom and left-to-right on both sides and rear. 

• Approx. 40 s per application spot → exterior ~6 min. 

• Total interior + exterior typically ~10–12 min. 

• Pay extra attention to areas less covered by the arch (e.g., wheel wells and window zones). 

Arch start / stop 

1. Turn on water and air valves 

2. Press green button → wait for fog cones to stabilise 

3. Drive through at low speed for ~2–3 min with windows closed 

4. Press red button → close valves/keys 

Visual check: confirm correct mist distribution; repeat where coverage is insufficient. 
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